MUD AND
SLURRY

PUMPING
RENTAL

PROJECT LOCATION: Coal Mining owned by PT. Merdeka Copper Gold
Tbk, Banyuwangi — East Sumatra

PROBLEM: PT. BSI required 500,000mt® of mud and slurried mine waste
material, to be recovered and transferred toa disposal area atadistance
of 510 metres from its current location.

SOLUTION: PT. REI were contacted by the owners and asked to survey
the site and provide an economical solution. Outteam collectdata
including mud samples, disposal distance and static head information
necessary to complete a design. Due to the clients, desired disposal
location beingrelatively neartothe pit/recoverylocation, PT.REL
designed the slurry pumping system operating only one dredger pump
without a booster. With our high head, high volume Dragflow HY85/160B
Submersible Slurry Pump, we could deliver the material to the disposal
areawithoutneedforabooster pumpwhilstmaintainingtheclients
desired flow rate.

SERVICE PROVIDED BY REI: Site and product assessment, equipment
recommendation, mobilisation to site, installation, commissioning, testing
and provision of a dedicated operators.

TOUGH JOBS. ="~

PT RESOURCE EQUIPMENT INDONESIA

PROJECT SCOPE:

Minimum product discharge: 450 m3hour
Static head up to: 48 m

Pipe length: 510 m

Specific Gravity: 1.3

pH: 5-7

DURATION OF PROJECT: 3 months

EQUIPMENT PROVIDED: One (1) only REL-Dragflow HY85/160B Hard Iron
Hydraulic Operated Submersible Pumps Unit ¢/w Custom Design Screen
and Excavator Mount, all required custom hydraulic component and pump
flushing equipment.

RESULT: The clientwas happy that we were able to drop abooster out of
the system, yetstillachieve the desired discharge to complete the project
on time and on budget.



